POWER P ooor

“9” LED 10W/20W | 120 Im/W

Caracteristicas mecanicas
Mechanical specifications
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Material del cuerpo: aluminio 6063
Housing material: 6063 aluminium

Suspension: standar de 1,2m (a medida)
Suspension: standar 1,2m (custom made)

Material del difusor: aluminio
Diffuser material: aluminum

Acabado: Blanco o negro
Finished: White or black

Tamano: 2 tamafios segun potencias
Size: 2 sizes according to power

Caracteristicas opticas
Optical specifications

Caracteristicas eléctricas
Electrical specifications

250mm

Iy

@65 / 80mm

LED: COB / Opcional chip COB 90 Im/W
LED: COB (Optional COB 90 Im/W chip)

Potencias: 10W / 20W
Power

Flujo luminoso: 1200 / 2400Im
Luminous flux

Eficacia: 120 Im/W
Efficacy

IRC (CRI): >80 / >90

Temperatura de color: 3000K - 5000K
Color temperature

Angulo de apertura: 15° / 24° / 38° / 55°
Beam angle

Temperatura de trabajo: -40°C +50°C
Work temperature

Vida atil: L80 B20 para 50.000h.
Lifespan: L80 B80 up to 50.000h

Driver: integrado
Driver: integrated

Voltaje de entrada: 200-240V AC
Input voltage

Frecuencia: 50/60Hz
Frecuency

Factor de potencia: >0.9
Power factor

UNIT: cd
——c0/180 15.2
Avarage beam angle(50%): 15.4

c90/270 15.7



